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1. Download & Install SMART-BUS IPHONE App from Apple Store

SMART-BUS IPHONE App is available on Apple Store,
Click Apple Store Icon on IPAD/IPHONE,

| : L

Search the keyword “smart G4”

O indicates an app designed for both iPhone an:

iPhone Apps 1-30f3  See All>

Click the button INSTALL above

2. Install software “SQLite Expert Personal” on your computer

If you don’t have SQLite software, it is available on www.smarthomebus.com website, here
is the link:

http://smarthomebus.com/dealers/Softwares/SOLIiteE
xpertPersSetup%20for%20windows.exe



http://www.smarthomebus.com/
http://smarthomebus.com/dealers/Softwares/SQLiteExpertPersSetup%20for%20windows.exe
http://smarthomebus.com/dealers/Softwares/SQLiteExpertPersSetup%20for%20windows.exe

Download and install it on your computer

3. Getting the database file “Database.sqlite3”

if you are first time program the Smart-BUS IPHONE app or don’t have the database for
smart-bus IPHONE app, you can take the database from Smart-BUS IPHONE app,

3.1 get Database file by iTools

3.1.1 Download itunes from Apple
http://www.apple.com.cn/itunes/download/
3.1.2 Installing itunes on computer
Double click iTunesSetup.exe

ﬁ HTunezSetup. exe |
Uz ATunes Installeri

When finished you will see the Icon of iTunes on your PC desktop

o

1Tmmes

3.1.3 Download iTools
http://itools.hk/
3.1.4 Installing iTools on computer

Double click iToolsSetup0509.exe

| = 1ToolzSetup0S0Y. axe



http://www.apple.com.cn/itunes/download/

3.1.5 Change database with iTools

Connecting your iPhone/iPad to your Computer with line
Your iTools will be starting and you will see the view like the image
below
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Click the apps as the image show, then your will see the view as the
image below

Put in “smart” to
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Input “smart ” in the search bar
Click the last button as the above image show step 2



You will see the view as below

67y iTools 2013 Plle|—, =
L] 2% B FpE mart e
=1= ¢
oo =FE Q= Oz Osh G
Hmem O & BER T i e
7 TE#
© BRER
@ ElEEE fMocuments Q
O] EsEs 8 *:T‘u"’““it QOFE @RF O OFEipmE O~ 05 O=F-
ﬂ TEHEE & [C7) Library T e
0 Rain’s Touch g ECDsherttar [ Litrery IL] Smar L o
<3 top 2. Documents
g6 EAER T iTmeshruror Tamedlstadatar. .
: ocument s FLIST
{H mme B0 1B 1.75 BB
[ BrEE
N EEEE
B3 wahidsm
NizeseE
O £EEE
B RS
P

DoubleClick the folder*Documents”, you will see the view as the
image below:
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Then you will see the file “Database.sqlite3”,



Now your can copy the Database.sqlite3 to your computer or copy it
to your iPhone/iPad by draging.

Notice: The Database file'name should be “Database.sqlite3”

3.2 change database by FTP

Upload
database

v

Step 1: Install FTP software on your computer

The FTP software is available from the link below:
http://smarthomebus.com/dealers/Softwares/HomeFtpServerinstall.exe

After download just install it.
Step 2: Setup FTP Server

Run the FTP software on desktop



http://smarthomebus.com/dealers/Softwares/HomeFtpServerInstall.exe

Home Ftp Server

Lsername | Passward | Haome directary

Mew Member '

Fadifsy Meml:ue'

Delete Member'

Settings

System Log | Ftp Server | Ackive Clients " File Monitoring " File Transfers " about,, ]

Mo Clients - Account deleted smart




Click the button New Member

G Ftp Client Editor

General | Virtual Directories | File Cantrol |

Lser name: |smart |
Password: |smart | (zEMerake
Home directory: | FAFTE | Browse

Cownload Speed: ICI Bytes)'s, 0 = Mo Limitation
Upload Speed: ICI Bykes/s, 0 = Mo Limitation

Disk space: ||:| | Bivkes, 0 = Limited to disk size

Home Direckory: Yirtwal Directories (f any defined):
Al download Files Al dovenload Files

Allow upload Files Alloow upload Files

Al renaming files (or directories) Al renaming files (or directories)
Allow deleting Files Al deleting Files

Allow change directary: Al change direckarsy:

Allow creating direckories Al creating direckories

Allow deleting directories Al deleting directories

T Cancel

Input the username: smart
Password: smart

Choose Home directory,
Then click button Apply




@i Home Ftp Server

Username Password Home directory

Mew Member — opqpt smark F:\FTF

Modify Member

Delete Member

Settings

Skart Server

| System Log | Ftp Server |F'.|:tive Clients | File Monitoring | File Transfers | About.., |
Runnirg |N|:| Clients - Server started (Port 21)

=
Click the button Start Server, if the server is started, the text Running is shown on the
status bar.

Click button Settings

Settings

- Start Server

Select Anonymous



@ Ftp Server Settings

General | Anomymous | Log | Domain Aliases | File Control | Banned List | Web Interface |

Allow anonvmous users
Anonyrous Home Direckory:

FAFTP | Browse
1 Allow download Files allow change directory
Allow upload Files [ Allows creating directaries
Allows renaming Files (or dirs) [ ] Allow deleting directories
p Allove deleting Files
Dir Alias:
Directary:
| Browse
Yirtual Directories:
Add
Modify
k Delete
L=
g Download Speed:  Upload Speed:
C ||:| | ||:| | Bykes/s, 0 = Mo Lirnitation
]
l Apply Wieww Log File Cancel

Select the directory of FTP,
check Allow download files
Check Allow deleting files and so on like above.

Step 3: Upload database to FTP Server
To go to settings page, click the G4 icon on top right corner on main page




iPod & 10:48 O =

Dome Kit Manager Room Bed Room

Community HomeStatus Meters Weather

Click the button Database Upload & Download



Carrier & 7:53 PM —N

Settings

Database Upload & Download

Fixed address list for Demo version

Input FTP Server Address and username and password like the below, then click button
Save



Carrier & 11:49 PM —N

Database Upload & Download

ftp://192.168.1.20

Download

Click button Upload above

On FTP server, the file Database.sqlite3 is found when the uploading is done.

A ftp://192.168.1.20/

File Edt Wiew Favorites Tools  Help

eBacK - J Lﬁ psaarch {7 Felders v

tcldress | fpi 192, 168.1.20]

»

0 oD oD o o o o é@ é
@ Elemene e e blue britney india michacel nEw SoNgs others Top 300 Rock  2012-05-2.., 2012-05-2... [BE
and Rall Songs

Folder Tasks

(G Move this item

Copy this item @ @

4. Open File Database.sqlite3



Before making any modification, Backup database is highly recommended

run SQLite software on your computer desktop

Yo SOLite Expert Personal 2.4.45.2026

Eile Database Table Wiew SOL  Transaction Tools  Help

TN NN N = N R =R Ral < HOTOTORE |- s N W A=IPR )

Mo database SLite Library: [internal] version 3.6.23.1

| [4a Database | § sou [ pata | pesion [ oot

&

<Mo data to display>

Customize. ..

Record 1 of 12

4 start . %, 50 b O @R 06N E

Click the button “Open Database” on the toolbar



t; SQLite Expert Personal 2.4.45.2026

File Database Table View 5QL Transaction Tools Help

AV E NN R e TN =N =R =R AR S <

Mo data’

b
Open Databasef [ Database| i QL[ Data | A Desig
|

¥

Select the Files of Type to be Any File (*.*), then the database.sqlite3 is found

Select database file

Laoak, ir: | I~ from app v| Q2 E-
_._2_ Database.sqlited
ty Recent
Documnents
=
K
Desktop

s,
b

=

by Documents

by Computer

File name: | W | [ Open l
Q Files of type: Ay File 7.7 w [ Cancel ]
] D atabasze Files [*.db3, *.db, ® zglite
by Metwork,

Open the file “Database.sqlite3”

The tables of this database is shown below:



¥y salite Expert Professional 3.4.48.2275

File Databsse Inport/Export Isble Yiew SAL Tremsaction Sgripting Tools Help

O8RS sRA70I000L888 @8 0heccl 5

< and Settingsihdn e SQLite Library: [internal] version 3.7.15.2

AL [ patabase

HENE NECNe: IR N e WY

Databases
[ WACInZone Database [File Nams Size Tables | Views Indexes |Triggers ||
[T HVACSetlp H[nain [C:\Docunents and Settings'Administrator\S(E\Datsbase. sqlits3 802616 37 1] 10 1]
[ TeCamers tong I I I o] of o o
- [C] LightInZone E
- [C] LightTypeDefinition
[ Loge

[ MacroButton

~
Status for [nain] datshase: Connected
Froperties for database [main]
F ~

[ SKIChannelx i N“’:‘ Yelue Hodified
(] SATInZone o o =

@ automatic_index on O
’g ScheduleConnunds = cache_size 2000 o |-
[ Schedules =
| Security 5
[ ShadeIconDefinition eollation list [HOCASE], [RTRIM], [BINARY] O
[ ShadesCommands compils_options [CUEDIR], [ENWABLE FTS3], [ENABLE_FTS3_PARENTHESIS], [ENABLE_RTREE], [HAS_C O
[ ShadesControlTypeDefinition encoding UTF-5 O
[ sk foreign keys on O
{0 sy freelist_count a 0
[ sy fullfsyne off |
[ TvIs ignore_check constraints off O
[ ImdioTd journal_mode delete O
[ Zandi oTnZone journal_size_limit =i O
| [ ZonsTeonDefine Legacy_fils format o o |«
[ Zomes | | o hpply W Caneel |4 Check § Vacuun ', Repair

[ =l ]

From now on, you can start to configure the SMART-BUS IPHONE App.

5. Zone Settings

Important Note:

When you are configuring the database, please do not change the structure of database.
For example:

Do not delete any table

Do not change any table name

Do not add/change/delete any fields of tables

we just need to add/edit/delete data on the tables.

Select the table “Zone”



=l []3 Database
2] CommandTypeDefinition

] HvaCInZone

] HvaCSetp

[ LightInZone

[ Light TpeDefinition
[ ListTABLE

1 MoodCommands
2] MoodIconDefinition
] MoodInZone

=] shadelconDefinition
2] shadesInZone

E SongPresentsTABLE

(2] SongsTABLE

[ svstemDefinition
] SvstemInZone

E T¥InZone
] zaudiold

] ZaudicInZone

[] ZonelconDefine

g} 7ores

Click “+” on toolbar to insert record,

Click "+" to insert

l / record (add room)

e; SQLite Expert Personal 2.4.45.2026
-

/

mEEN X

File Database Table Wiew SQL Transaction Tools Help

FENENENENE TN W= TREN SIS

= = e &
u.Ow.d.'

x HOIOIOM - 1T =k @!%ﬂ.i

Database: Database Table: room File: Ch\Users\Mendel\Desktop'\Database.db3

SQLite Library: [internal] version 3.6.23.1

=) [y Database

= command_type_define

(4 Database|  soL [ [}Jta | Design|[™] DDL

[ hvac_of_room ‘ | +T P R | [ | Refresh ]
&= I?ghtiofiroom RecNo ‘ID ‘RoomName |Room1conl[}‘
g Irlr?:;_dtj[::;ﬂd:a‘::s_nf_mnm =] Click h&r&)l: define a filter ‘
[ mood_icon_define iﬂ Insert record |1” <null>
= mood_name_of room
i
= room_icon_define
[ service_define IL
&
Here the fields of table Zone:
Field Name Remark Value
ZonelD This is the ID of Zone, every zone has It's number, Start from 1

unique ZonelD.




ZoneName

this is zone name, zone name can
not be null, the max. Length of zone
name is 15 letters. it will be shown
on the zone list of main page

Letters

ZonelconlID

This is the ID of Zone Icon; each ID
stands for one icon.
please see the definition below

from O to 15

SequenceNo

This is the display order

Start from 1

The definition of Zone Icon

Zonelcon No Ilcon names Ilcons
1 livingroom
2 bedroom
3 meetingroom

kitchenroom

gardenroom




6 parkingroom
7 Gymroom
8 masterroom
9 myselfroom
10 diningroom
11 toiletroom
12 studyroom




&

=
- - - m
o = S — © @
m ®) = (0)) c (]
= b} o - L @®
& e < ©
n 0p] =

(D)
™ <t Lo (o) N~ (0]
— — — — — —




19 Liveingroom2
20 Liveingroom3
21 Liveingroom4
22 Bedroom?2
23 Bedroom3
24 Bedroom4




25 Barroom1l
26 Barroom?2
27 Barroom3
28 MeetingRoom1
29 MeetingRoom2




30 Bedroom?7
31 Bedroom8
32 Bedroom9
33 Bedroom10
34 Bedroom11
35 Bedroom12




36 Bedroom13
37 Bedroom14
38 Bedroom15
39 LivingRoom5
40 LivingRoom6
41 LivingRoom7




42 LivingRoom8

43 KitchenRoom1
44 KitchenRoom2
45 KitchenRoom3
46 KitchenRoom4
47 KitchenRoom5




48 Stairsl

49 Stairs2
50 Entrance
51 BedRoom16

Here are the examples:

5.1 Add Zone

ZonelD=10

ZoneName=Dining Room,

ZonelconID=10 (check the definition “ZonelconID” above)
SequenceNo0=10




M 4 B M+ - a

T ¥

a| Refrest

| Recho | ZonelD

| Zonehame

ZonelconID |SequenceND |

=

L S I ) B O R L R

1 |Liwing Room
2 |Bed Room

3 |Meeting

4 Dome kit

& |KitchenRoom
& | ParkingRoam
7 |Parking

& [Qymroom

9 MastRoam

L I I L B R W R

._.
o

If you want to add more zones, just do it the same as above.

5.2 Modify Zone

Select the row of table “Zone” , you can modify the zone

y Latabase
[E] CommandTypeDefinition
] HeaCInZone
[ HvACSetUp
[E] LightInZone
[E] Light TypeDefinition
(=] ListTRBLE
[ MoodCanmmands
(=] MoodIconDefinition
[ MoodInZone
[E] shadeIconDefinition
[ shadesInZone
E SangPresentsTAELE
[E5] SongsTABLE
[ systemDefinition
[ svstemInZone
E TWInZane
(] zaudiold
] zaudioInZone
[ ZonelconDefine

E Zanes

| | & Database | 3 sqL |LF pata | B pesign || | poL

M« 4 » » MW

+ = & o =| Refresh

|RecNo |Zu:uneID |Zu:uneName |Zu:uneIu:onID |SequenceNu:u |
? ]
|| 1 1 Living Room 1 z
2 2 Bed Room 2 3

N 3 3 |Meeting 3 4
4 4 Dame kit 14 1

N 5 5 KitcherRoom 4 5
[ 6 |ParkingRoom 5 [

N 7 7 [Parking 6 7
g G | Gymroom 7 g

N 3 3 | MastRoom 8 3
B0 sopnngroor@ll 0 10




5.3 Delete zone

Rechlo Zonell ZoneMame ZonelconID | SequenceMo
=

1

| 1 1 [Living Room 2

= z 2 |Bed Room z 3

K] 3 |Meeking K] 4

N 4 4 Deme Kit 14 1

| 5 5 |KitchenRoom 4 5

= & | ParkingRoom 5 fi

7 7 |Parking [ 7

: g 8 Gvrroomm 7 g

£ 9 MastRoom g 9

i

Dining Roor

Record Edikar
Ay Text Editor

-

il Image Editor
He:x Editar
Set to MULL

ot
E

Switch to Cell select mode
|:| Set cells ko value, .,
[

Set cells bo MULL

|§> Delete selected record

Select columins

=l o~ .. o

6. Systems in Zone

Systems definition



===== . waiavase LAULE. Oy ALEILELILL LLIUL L 44E. L. LUULWINELILLS AL S E L LLLLES AWINALLL S LL SLUL Lo L0 LU ALAUASE, gLl Lea

E CentrallightsConmands 25 @ Dlatabaze | Extenzions | é Schema | ﬁ SQL Builder | ﬁ SAL |@ Data | ﬁ Daziy
E CommandTypelefini tion

[ IVIInZone LR B A ¥ | Refresh

E HVALInZ ome |RecNo |SystemID |SystemHame |

E HYACSetllp -

E IpCamera » 1 1Li ght

[ Li ghtInZeone I 3 2 e

] LightTypelefinition | 3 3| Z-Andio

E Logo 4 4 Shadesz

[ MacroButton | 5 5|TY

[ Macr oCommands || & &|DIVD

I MacdCommands | T T|SAT.

[ MoodleonDlefini tion = 8 g APP]_‘E v

EM ATnZ | g 9 Projector
" i 10 10 Moods

E FrojectorInZons [
E SATCategory

7] SATChannels

[ SATInZ one

[] Schedul eCommands

[ Schedules

E Security

[ ShadeIconlefinition

[ ShadesCommands

E ShadesControlTypelefinition
[F] ShadesInZone

E SystemDefinition

What systems does it have in each zone?
It can be configured according to the real situation of your project

Select table SystemInZone

b Database (42 Database | '8 sqL |lﬂ Data | B Design|[”] poL

] CommandTypeDefinition
] HvACInZone LR O R Cu ¥
Ij HVACSetUp |Reu:Nu:u |Zu:uneID |S~;.-'stemID |

[ LightInZaone =
[ Light TypeDefinition |
[ ListTABLE =
] MoodCommands .
] MoodIconDefinition i
] MoodInZone

] shadelconDefinition
[ shadesInZone

2] SongPresentsTABLE
] SongsTAELE

[ 5ystemDefinition

w
_ =
Lol R e I o oy IR O TR R LN

S T B TN R S I L e R L R o R e R e

sternInZone

—
2

E TVInZone

A 7 o HiaTA

b LI 1 I LSy TR LS Tt LY S N Y o T )

o



ZonelD: from the table Zones, you can know the ZonelD from each Zone.
SystemID: from the table SystemDefinition, you can know the SystemID for
each system.

Add the systems that you have to each zone

For example:

In the Living room, it has lights, HVAC, Z-Audio, Shade,

from the table Zones, we know the ZonelD is 1

from the table SystemDefinition, we know the SystemID as below:

Light=1
HVAC=2
Z-Audio=3
Shades=4
TV=5
DVD=6
SAT. =7
Apple TV=8
Projector=9
Moods=10

So the data will be added to the table SystemInZone as below:
M4 4> M+ - a

I RecMo | Zonell | SystemID |

Smart-Bus IPHONE App will show the systems of zone according to the
settings of table SystemiInZone




7. Lights in Zone

the lights of each zone are stored on the table LightinZone

The Field of table “LightinZone”

Field Remark Value
ZonelD The ZonelD can be known from the table Zones | Start from 1
LightID ID of light Start from 1
LightRemark Light remark

SubnetID Address of Dimmer / Relay 0-254
DevicelD 0-254
ChannelNo Channel no of light 0-254

CanDim Light Type

0 : Dimmable
1 : not Dimmable

if the light can be dimmed, it equal 1, if the light | 2 : LED light
can not be dimmed, it equal O,if it is LED Driver it

equal 2
LightTypelD Some different light icons are available, please 1-3
the definition below
SequenceNo It's the display order of lights Start from 1

The definition of LightTypelD

LightTypelD Light icon Icons
names
1 incandescent
N\ /
2 Spotlight

>




Fluorescent

Chandelier

Desklight

LED

7.1 Add light 1 “surround”

+

Press

—— L e GG ORh G5 SR NTA AT oo e Usje e S W tep s ap =

tabase: Database Table: light_of room File: C\Users\Mendel\Desktop'Database.db3

Database

= command_type_define
hvac_of_reom

/= light_of_room

[ light_type_define

[ meod_commands_of_room
| mood_icon_define
meood_name_of_room

Input data of Ilght

Database: Database Table: Ilght_af_mom

| s Detabese | G 5017 0sta |58 Design ] 001

‘I««( b»»i‘+|—A./xr¥*'ﬁ|Reﬁ5h]

LightRemark SubnetlD |DevicelD |ChannelMo |BrightnessValue CanDim | LightTypelD

2.

File: C:\Users\Mendel\Desktop\Database.db3

(=}l Database
E command_type_define
B hvac_of_room
light_of_room
[ light_type_define
= mood_commands_of room
mood_jicon_define
[ mood |_name_of_room

E room

| o Database | § 5L [ pts | Design [7] 0oL

[ v+ (=2 v [ [ e | [ 3 Refresh

| CanDim | LightTypeID |

RecMo  |ReemlD |LightlD L | SubnetlD | DevicelD |Cl | Bri
= Click here to define a filter

3

Add light 2 “fluorescent”



ey |

Ll LI . ©OCBIFEIeRALCIA0
Database: Database Table: light_of room File: C\Users\Mendel\Desktop'Database.db3

5 (p Detabase & Dtobese | G 50U vt |8 Design| o0

- comma nd_type_define

| hwac of room [ v » [+ =[x~ % o % | [ 3 Refresh
= Ightfotfonn] RecNo  |RoomID |LightD | Li [SubnetiD | Deviceld |G Bri [CanDim [ LightTypeD |
= light_type_define L= Click here to define a filter
& mood_commands_of_room
[ mood_icon_define &
2 1 2|fluorescent 1 &5 1 100 0 3

HE mood_name_of room
_E rocm

HE room_icon_define

Limitless lights can be added to the zone.

7.2 Modify Light of zone

RecNo  |RoomlD |LightD | LightRemark | SubnetiD DevicelD |ChannelNo BrightnessValue | CanDim | LightTypelD |
=1 Click here to define a filter

iR surround

Delete the light of zone
Select the row that you want to delete, right click and select “Delete selected
record”

'RecNo  |RoomID |LightlD | LightRemark | SubnetlD |DevicelD | ChannelNo | BrightnessValue CanDim | LightTypelD |

o Click here to define a filter
9 [#
2 1 2 fluorescent 1 65 I Record Editar :
[ Text Editor

# ill Image Editor

Hex Editor

]

| Setto NULL

Switch to Cell select mode
@ Set cells to value...

[ Set cells to NULL

=3

|§J> Delete selected record

i
7.2 Set “CanDim” val 2
. e anvim™ vailue as
TABLE LightinZone [ search | | showall | [ Add | | Duplicate | [ Edit | | Delete
2
rowid ZonelD LightlD LightRemark | SubnetlD DevicelD ChannelNo CanDim LightTypelD SequenceMo
37 |4 ] |LED |1 |75 |4 |2 3 ]
1 la I1 [P I1 [ |1 B |1 I1

To know what’s CanDim look up “The Field of table “LightinZone above.



8. AC in Zone

Select the table HVACInZone

» AppleTVinZone rowid
» Camera

P CentralHVAC

b CentralHVACComman ds

P CentralLights

»  CentrallightsCommands

P DVDInZone

v
o
e
3
3
&
5
=N
=i
=
°
=]
&
ES
5
E)
W o o B WM

b HWACInZonelRCommands

ZonelD

1

Wom N B W N

DevicelD
20
21
6

21
20
20
20
20
20

SubnetlD

N S R

Filed of table HVACInZone

ACNumber ACSyncNo
B0

ACTypelD

coooco0o0o8 o0
I SRR R R
oo o oo0oo0

Field Remark Value
ZonelD ZonelD is defined in the
table Zones
SubnetID Address of HVYAC / DDP | 1-254
DevicelD 1-254
ACNumber To mark which AC in one | Scope: HVAC 1-9
zone By IR 1-5
1 = manager AC
ACTypelD Flag for type of AC 0 = By HVAC
1=ByIR
ACSyncNo If the AC Have the same | Scope:1-254
number they will sync
status. If one changed
others will change to the
same status.
Others settings
Select the table HVACSetUp
Field of table HVACSetup
Field Remark Value
IsCelsiur Celsius=true True /False
Fahrenheit=false
TempertureOfCold it's for most common Number




button of cold

TempertureOfCool it's for most common Number
button of cool

TempertureOfWarm it's for most common Number
button of warm

TempertureOfHot it's for most common Number
button of Hot

Carrier 2 8:21 PM =1

Cool Heat

Low MED.

16°C 22°C
Cold Cool

#} Fan
8 High Auto

26°C 30°C
Warm Hot

8.1 Add more AC in one zone

A. To add more AC in database see 8. AC in Zone

B. Click the button at front of zone temperature to choose the AC




« All «cAC2 [|AC3

High  Auto A High Auto

Fan Auto Fan Auto

26°C 30°C 26°C 30°C
Warm  Hot Warm | Hot

e

C. To turn on/off all AC by DDP using Macro Button Set Command as below
CommandTypelD:10(Panel control+)
FirstParameter: 18(Invoking DDP Button)
SecondParameter:33 (DDP to control all AC on/off)
ThirdParameter: 0=All AC off 1=AIlACOn

9. Z-Audio Settings

Select the table ZaudiolnZone
E:] TVInZone
] ZaudioId

ZaudioInZone

[ ZonelconDefine

Add the address of z-audio to the table ZaudiolnZone
RecMo |2|:|neID |Su|:unetID |DeviceID |

T
l 1 1 1 200

2 2 1 31




10. Media in Zone

Media includes TV, Apple TV, DVD, Projector, SAT., each device has separated
page, and each page can be shown or hidden.

in table SysteminZone, Add the systems that you have to the zone.

;b Database

—[] appleTv¥InZone
—[] CommandTypebefinition
—[] ovDInZone

— [ HvacCInZone

—[] HvacSetUp

—[] LightInZone

—[] Light TypeDefinition
—[] MoodCommands
—[] MoodIconDefinition
—[] MoodInZone

System definition:

| !ﬁ Database ﬁ sQL E Data @ Dies

Mo 4 F B H + - a 7

| Recho [ZDneID [SystemID |

Click here to define a filker

|Flech|u:u [SystemID [Systeml‘dame

= Click. here ko define a Filker

10.1 TV

Light

" H I|I|I }:I| I:

3| 2-Audio

4 | Shades

I T I'.'I

A E:I I|||I E:I
7|SAT.

g Apple TV

9| Projector

10.1.1. System Settings if has TV in the Zone



Suppose to the zone ID=3
If you have TV in the zone, you need to add it to table SystemInZone
The SystemID of TV is: 5

M W 4 M+ - a

| Recho | Zonelh | SysbemID

T

10

WO
R S S Y !!!!!!!! [T I TR N
1| !!I!!!!I [ P

20

o 19
-

10.1.2. TV Settings in Zone
Select table TVInZone

|Iru:|ex |Name |Declareu:| Type Type

g 1 |Zonell IMT IMT
| 2/subnetID INT INT
Ll 3 |DevicelD IWT IMT
L 4 |UniversalSwitchIDForon INT INT

5 |Universalswitchskatusforon INT INT
: & |UniversalSwitchIDForOFF INT INT
o 7 \Universalawitchatatusforoff INT INT
L &8 |UniversalawitchIDForCH+ INT INT

9 |UniversalSwitchIDForCH- INT INT
: 10 UniversalSwitchIDFory oL+ INT INT
| 11 |UniversalSwitchIDforyOL- INT INT
L 12 |UniversalawitchIDForMute INT INT

13 |UniversalawitchIDforMeny INT INT
: 14 UniversalSwitchIDforSource INT INT
| 15 |UniversalSwitchIDforCk INT INT

Subnet ID, Device ID: Address of IR Emitter / 9in 1 sensor



Input the Universal ID for the following item:

UniversalSwitchIDForCn
UniversalSwitchStatusForon
UniversalSwitchIDForCFF
UniversalSwitchatatusForOFF
UniversalSwitchIDForCH+
UniversalSwitchIDForCH-
UniversalSwitchIDForyOL+
UniversalSwitchIDForyOL-
UniversalSwitchIDForMute
UniversalSwitchIDForMenu
UniversalSwitchIDForSource
UniversalSwitchIDFor O,

Recho | Zonell | SubnetID | Devicell | UniversalSwitchIDforon

|LlniversaISwitchStatusFDrOn bk |Universal5witchIDf0rOFF |L|niversaIS ~

[ o

1 1

z

1 50
1

WO 00| -0
R eI I =y R

1
1
1
1
1
1

LS I SN I SV I SN R SN I )

10.2 Apple TV

([

RPN UV U A P e

255
255

([

z z
] - - N

255
255
255
255
255
255

RPN UV U A P e

10.2.1 System Settings if has Apple TV in the Zone

Suppose to the zone ID=3

if you have Apple TV in the zone, you need to add it to table SystemInZone

The SystemID of Apple TV is: 8



Mo 4 F B M+ = a 7

Recho \ZonelD /| SystemID
= Click here o define a filker

a0 RS L L R N

L0 | =3 | = A R R S R

)

n

~l

—

DR S )

10.2.2. Apple TV Settings in the Zone



Select table AppleTVInZone
| 4@ patabase | & squ |7 pata | pesian |[] poL

Table name: |[AppleTvInZone |

Fields [ =} Indexes |""3‘ Foreign Keys @ Constraints | |

Index |Mame Ceclared Tyvpe T
» 1 |Zonell INT Ir
2 |SubnetID INT Ir

3 DevicelD INT Ir

4 UniversalswitchIDforon INT I

5 |Universalawitchstatusforon INT Ir

& |UniversalSwitchIDForOfF INT Ir

7 |UniversalSwitchSkatusForOFF INT It

8 |UniversalswitchIDfarUp INT Ir

9 |UniversalswitchIDForDown INT Ir

10 | UniversalswitchIDForLeft INT Ir

11 |UniversalSwitchIDForRight INT It

12 |UniversalSwitchIDForok, INT I

13 |UniversalawitchIDforMenu INT Ir

14 |UniversalswitchIDforPlayPause | INT Ir

Subnet ID, Device ID: Address of IR Emitter / 9in 1 sensor
Input the Universal ID for the following item:

4 |UniversalSwitchIDForn
S |Universalswitchatatusforon
ersalSwitchIDFarOFF

7 |UniversalSwitchskatusfarOFf

5 | UniversalswitchIDforlp

3| UniversalSwitchIDForDown
10 {UniversalswitchIDForLeft
11 |UniversalSwitchIDForRight
12 |UniversalSwikchIDFork
13 |UniversalswitchIDForMenu
14 |UniversalSwitchIDForPlavPau




10.3 DVD

10.3.1. System Settings if has DVD in the Zone

Suppose to the zone ID=3
if you have DVD in the zone, you need to add it to table SystemIinZone
The SystemID of DVD is: 6

M 4 M+ - e

Recho \ZonelD /| SystemID
= Click. here to define a filker

Cod [ R LS LS B N

10.3.2. DVD Settings in the Zone



Select table DVDInZone
Fields | =} Indexes |‘-_~'~3’ Foreign kKeys |E‘.:1P ol

|Inu:|ex |Name |Deu:|
|| 1 Zanell INT
|| 2 |SubnetID IMT
B 3|pevicelD INT
= 4 |UniversalSwitchIDForon INT
| 5 |Universalawitchstatusforon INT
= & |UniversalawitchIDForOFF INT
7 [UniversalawitchstatusforOF INT

: & |UniversalSwitchIDFoMenu INT
| 9 | UniversalwitchIDFolp INT
10 UniversalswitchIDForDown INT

11 |UniversalSwitchIDforFastForward INT
1Z |UniversalswitchIDforBackForward INT
13 |UniversalswitchIDForCk, INT
14 |UniversalswitchIDforPREYChapker INT
15 | UniversalSwitchIDforMextZhapter INT
16 UniversalwitchIDforPlayPause INT

Subnet ID, Device ID: Address of IR Emitter / 9in 1 sensor
Input the Universal ID for the following item:

Recho |Z-:neID |Sul:-netID |DeviceID |Universal5witchIDForOn |LlniversaISwitchStatusForOn |Universal5witchIDFnrOfF |Universa|5witch5ta




10.4 Projector

10.4.1. System Settings if has Projector in the Zone

Suppose to the zone ID=3
if you have projector in the zone, you need to add it to table SystemInZone
The SystemID of projector is: 9

M W 4 WM+ = a S
Recho \ZonelD /| SystemID
= Click here o define a filker
7 Z 1
g Z Z
9 2 3
10 2 3
3 1

1
20 2

10.4.2. Projector Settings in the Zone



Select table ProjectorinZone

Table name: ProjectorInione
ﬂ Fields | =} Indexes |'-_-3’ Foreign Keys | E_}:}P
|Inu:|ex |Name |E
L4 1 |Zonell I
| 2 |subnetID I
3 DevicelIlr Il
: 4 |UniversalSwitchIDForCn Il
= 5 Universalswitchstatusforon I
| & |UniversalswitchIDForOFfF I
7 [UniversalawitchstatusforOrf I
| &UniversalSwitchIDfoUp 1
: 2 |UniversalSwitchIDF or Down Il
| 10 | UniversalswitchIDforLeft I
= 11 |UniversalSwitchIDforRight Il
12 UniversalswitchIDForok I
: 13 | UniversalSwitchIDfoMenu Il
| 14 UniversalswitchIDforSource I

Subnet ID, Device ID: Address of IR Emitter / 9in 1 sensor

Input the Universal ID for the following item:

sbase: Database Table: ProjectorInZone  File: E:tIphoneiManualiDatabase. sqlite3

SQLite Library: [inkerna

[ Database (4 Database | 5 soL |3 pata | BE esion |[™] poL
] appleTvInZone
[ commandTypeDefinition LA DI L L e 2l B G| REEEN
E ovbinZone Rechio |ZoneID |SubnetID |DeviceID |UniversaISwitchIDFOrOn |UniversalSwitchStatusForOn |UniversaISwitchIDFOrOFF |Unive
[ HvaCInZone
[ Hvacsety) g
" 1 1 1 11 21 255 21
] LightInZone [ 2 2 1 2 0 0 0
g :gh:TcypeDefu;ltlon E“_ ‘___-
oodCommands | 4 4 1 2 0 255 ]
[ MondlconDefinition 5 g 1 2 il il ]
] MoodInZone | 3 3 1 2 il i] i]
[ ProjectorInZone L 7 9 1 2 22 23 24
[ saTInzone
[ shadelconDefinition
[ shadesCommands

10.5 SAT. /Cable

10.5.1. System Settings if has SAT. In the Zone



Suppose to the zone ID=3
if you have SAT./Cable in the zone, you need to add it to table SystemIinZone
The SystemID of SAT./Cable is: 7

M W 4 WM+ = a S
Recho \ZonelD /| SystemID
= Click. here to define a filker
7 Z 1
g Z Z
9 2 3
10 2 3
3 1

9
1
20 Z

10.5.2. System Settings if has SAT. In the Zone



Select table SATInZone

Table name; |SATInZone

Fields | =} Indexes | = Foreign Keys |EHI]

| Index | Mame |
Ld 1 |ZonelD

SubnietID

Devicell
UniversalSwitchIDforon
UniversalSwitchskatusforon
UniversalSwitchIDForOFf
IniversalSwitchStatusForOFF
IniversalSwitchIDfolp
UniversalSwitchIDForDown
UniversalSwitchIDForLeft
IniversalSwitchIDrorRight
UniversalSwitchIDForok
UniversalSwitchIDFoMeny
UniversalSwitchIDForFay

I
L m I s St N U 5 I S % B 5

—_ = = | =
L L R i e

=
o

Subnet ID, Device ID: Address of IR Emitter / 9in 1 sensor

Input the Universal ID for the following item:
| (4 patabase | 5 s [ pata | B pesion | [ ool

MM« M+ - e ¥

|RecN0 |ZDI‘IEID |SubnetID |DeviceID |Universal5witchIDFOrOn |UniversaISwitchStatusFDrOn |Universa|5witchIDFOrOFF |Univer
o

I 1 =i} 25 255 25

I 2 zZ 1 z a 255 0
T T - S
L 4 4 1 2 1] 255 0

I -1 =1 1 2 1] 0

I =] & 1 z a 0

I 7 Q 1 2 22 255 24

11. Shades in Zone



11.1 System settings if has shade in zone

Suppose to the zone ID=3
if you have shade in the zone, you need to add it to table SystemInZone
The SystemID of Shade is: 4

2] ShadesConkrolTypeletinition 11 4 1
(] shadesInZone 12 4 2
] swstemDefinition 15 4 3
[ SvstemInZone 14 4 &
[ TVInZone 3 1
] zaudiold 3 ~

[] ZaudioInZone
(] ZonelconDefine

IE Zones

(3]
(m 4

o

=l

O

P .
-+
M-

o




11.2 Add shades to the Zone

select table ShadesIinZone

Table name: |[ShadesInfone

: E‘ Indexes | = Foreign Keys |E{:}P Conskrainks | a
|Iru:|ex |Name |Declareu:| Type |
Ld 1|ZonelD INT
|| 2 |ShadelD INT
3 |ShadeMame MY ARICHAR,
|| 4 ShadelconlD INT
|| o [SequencelMo INTEGER.
|| & |Hasstop INT

Table: ShadesIinZone

FileName DESC

ZonelD ZonelD can get from the table Zones

ShadelD ShadelD start from 1

ShadeName The Name of shade

ShadelconID Always 1

SequenceNo The order of show

HasStop If has the function of shade stop, please put 1, otherwise put
0

Suppose to the zone ID=3

g e

a 3 4 12 |Right 1 1z 1
[ MoodCommands - 4 2 4| Left 1 4 1
[E5] MoodIconDefinition - 5 2 5 | Middle 1 5 1
[ MoodInZone | 6 z 1 6 1
(3 rsecrtaons - I I | '
[£5] shadelconDefinition i ‘ --
[£5] shadescommands | 10 1 1 LeFt 1 1 1
[E5] shadescontrol TypeDefinition 11 1 Z |Right 1 2 1
(3 Shadesinzone | 12 1 3| Middle 1 3 0




11.3 Commands for the shade

Select table ShadesCommands

Table name:  [ShadesCommands

1 Indexes | = Foreign Keys |E_‘,:IP Constraints | @

|Inu:|e>: |r'-.Iame |Declared Type |
l 1|ZonelD INT
|| 2 |ShadelD IMT
| 3 5hadeControlType INT
4 | CommandID INT
: 5|5equencebo IMT
| & |Remark MY AR CHAR(SOY
|| 7| 5ubnetID IMT
g DevicelD INT
: 9| Command TypelD INT
|| 10|FirstParameter INT
| 11 |5econdPararneter INT
12 | ThirdParameter INT
: 13 | DelayMilisecondafter Send INT

Table: ShadesCommands

FileName DESC

ZonelD ZonelD can get from the table Zones

ShadelD ShadelD start from 1,check the table ShadesinZone

ShadeControlType

CommandID check the table ShadesIinZone
SequenceNo The order of the command executing.
Remark

SubnetID Address of Relay module / IR Emitter / 9inl
DevicelD

CommandTypelD See the commandTypelD definition below

if you use relay module to control shade, you need
to choose Single channel control;

If you control shade by IR, you need to choose
Universal Switch Control.

FirstParameter Please see the table below

SecondParameter Please see the table below




ThirdParameter

Please see the table below

DelayMillisecondAfterSend

Delay after this command has been sent

Unit=millisecond

ConmandTypelD Definition

Command | Command Type | Remark FirstParameter | SecondPa | ThirdParameter

TypelD Name rameter

0 Scene control Zone No Scene No | Unused

(1-254) (0-254) (set0)

1 Sequence Zone No Sequence | Unused

Control (1-254) No (set0)
(0-254)
2 Universal Switch Universal Switch | Switch Unused
Control ID Control (set0)
(0-255) status
(255:0n
0: off)

3 Invalid Invalid Any value (0- Any value | Any value (0-65535)
command, it | 255) (0-255)
will not take
any actions

4 Single Channel Channel No Brightness | Running Time, unit: second

Control (1-255) percentag | (0 -3600)
e
(0 -100)

5 Broadcast scene | Run the Broadcast area | Scene No | Unused
specific (Must be set (0-254) (set0)
scene inall | 255)
area of
current
module

6 Broadcast All Control all Broadcast all Brightness | Running Time, unit: second

channels the channels | channels percentag | (0 -3600)
of current (Must be set e
module 255) (0 -100)

7 Curtain Control Control Curtain No Curtain Unused
curtain if you | (1-4) Control (set0)
are using g3 Status
curtain (O: Stop
module 1: Open

2: Close)
8 Timer Control Channel No Control Unused
(1-255) Status (set0)

(255: open

0: close)

9 SMS Control Control G3 Type ID SMS Unused
SMS module | (0: invalid Command | (set0)

1: SMS No




10

Panel control

Message) (0-255)

Turn on/off all AC
controlled by one
DDP

18

33

Has one more
byte,(0=All
off;1=All on)




Security Mode Zone no Mode No Unused
control (1-8) 1: vacation (set 0)
2: away

3: night

4: Night with
guest

5: Day

6: Disarm

Security Alarm Zone no Alarm No Unused
(2-8) 1: vacation (set 0)
2: Away

4: Night

8: Night with
guest

16: Day

32: Siren
64: Power

128:
Temperature

256: Fire
512: Gas
1024: Panic
2048:
Emergency

4096: Current

Z-Audio
FirstParameter SecondParameter ThirdParamet
(Type ID) (Value) er

1=Music Source Music Source No N/A

SD card =1
Audio In =2
FTP Server =3
FM Radio =4

3=Song List / Radio Type of list Control Song List No

List Control PREV. Song List =1 / Radio No
Next Song List=2 (only available
Specify Song List No=3 when Second
PREV Radio Channel=4 Parameter is
Next Radio Channel =5 equal 3 or 6)
Specify Radio No=6




4=Play Control

5=Volume Control

6=Specify Song
Control

Previous Song=1

Next Song=2
Play=3
Stop=4

Percentage of VOL
(0~ 100, 100% is max. VOL,
0 is mute)

Song List No

(1byte,0-255, Song List No
0 is for alarm voice)

Song
999)

No (1 —

Example Settings if control shade by relay module
Command Type: Single Channel control (ID=4)
ShadeControlType: Open shade(ID=1)

|Rean |ZoneID |ShadeID |ShadeC0ntrolT... |Ccumrnan... |Seque...|Remark

|Su|:unetID|DeviceID |CDmmandTvpeID |FirstParameter |SBcnndParameter |Thirc|F'ar... |Delay... |

i

et IR = Ry B L B R

1
1
1
1
1
1
1

1
1
1
1
1
1
1

L= L e R T

g s 3 ¢ U 1
| 0 a2 1 n 1

[T NC PP P I O

tlrlrca chada

1 \open shade

2 |open
3/open
1 close
3/close
3 |skop
2/close

Open shade

1
1
1
1
1
1
1

Example Settings if control shade by relay module
Command Type: Single Channel control (ID=4)
ShadeControlType: Close shade (ID=0)

|SubnetID|DeviceID |C0mmandTypeID |FirstParameter |Sec0ndParameter |ThirdPar... |Delay... |

Recho |ZoneID |ShadeID |ShadeC0ntr0IT... |C0mman... |Seque.‘.|Remark

B3
b4
b4
b4
b4
B3

B3
Y
1 k]

[ O S R R

e

0
T T
10N

P

1
1
1
1
1
1
1
1
n

o

_Iil
3
II P PR (SN (R (OGS U [y (Y

@ |~ b e —

1 I

1
1
1
1
1
1
1
1

=== e

. II SR N ) e i

1 |open shade
2 |open
3 |open
1 close
3| close
3| stop
2| close
1|Open shade

ade

65
64
64
64
64
65
65

3

RS

s

Example Settings if control shade by relay module
Command Type: Single Channel control (ID=4)

100

o @~ o

0
100
{uli]

o oo oooloo

2000
2000
2000
2000
2000
2000

o

o

T T T T Y1

100

[ T e N = L e |

2000
2000
2000
2000
2000
2000

0

n n

[ T e s e [ e L = R )




ShadeControlType: Stop shade (ID=2)

Rechln |ZonelD |ShadelD |ShadecontrolT... [Comman... |Seque...|Remark | SubnetD| Deviced | CommandTypeID | FirstParameter | SecondParameter | ThirdPar,,. |Delay. . |
= Click here bo define a filker
1 1 1 1 1 1 |open shade 1 65 4 1 100 0 2000
2 1 1 1 2 2 |open 1 64 2 1 0 0 2000
3 1 1 1 1 3|open 1 64 z 1 f o) 2000
4 1 1 0 1 1|close 1 64 Z 1 7 1} 2000
2 1 1 0 1 3|close 1 64 4 1 8 0 2000
o 1 1 2 2 3|stop 1 65 4 1 0 0 2000
7 1 1 0 2 2| close 1 65 4 1 0 0 0
g & 1 1 1 1 |Open shade 1 5 4 1 100 1] 1]
9 3 1 0 1 1 |close shade 1 3 4 2 100 0 0
1 1 1 1 4 1
1 2 1 4 2

Example Settings if control shade by IR
Command Type: Universal Switch (ID=2)
ShadeControlType: Open shade(ID=1)

Rechlo |ZonelD |ShadelD |ShadeContral... | Comman... |Seque... | Remark | Subnetin| Devicell | CommandTypelD | FirstParameter | SecondParameter | ThirdPar... [Delay... |
= Click hiere to define a filker
1 1 1 1 1 1 |open shade 1 65 4 1 100 0 2000
2 1 1 1 z Z|open 1 64 2 1 0 0 2000
3 1 1 1 1 3 |open 1 64 2 1 ] 0 2000
4 1 1 0 1 1 close 1 64 2 1 7 0 2000
5 1 1 0 1 3 close 1 64 4 1 g 0 2000
& 1 1 2 4 3|stop 1 65 & 1 1} 1} 2000
7 1 1 1} 2 2 | close 1 65 4 1 1} 1} o
8 3 1 1 1 1 |Open shade 1 3 4 1 100 1} o
El 3 1 ] 1 1 |close shade 1 3 4 Z 100 ] i}
10 3 1 2 1 1|5top shade 1 3 4 1 1] 1] o
11 3 1 2 z 2|Stop shade 1 3 4 2 0 0 o
k4
13 3 2 0 1 1 |dose shade 1 3 2 2 255 0 1]

Example Settings if control shade by IR
Command Type: Universal Switch (ID=2)
ShadeControlType: Close shade(ID=0)

Recho [ZUnaID [ShadeID lShadeCUntrUIT... [Cumman... [Seque...[Remark {SubnetID[DeviceID lCUmmandTypEID lFirstParameter [SecundParameter [ThirdPar... [Dalay...
= Click hete b define a Filker

1 1 1 1 1 1|open shade 1 65 + 1 100 o 2000

4 1 1 1 4 Z | open 1 64 4 1 o o 2000

3 1 1 1 1 3| open 1 &4 2 1 & o 2000

4 1 1 o 1 1| close 1 64 2 1 7 o 2000

5 1 1 o 1 3|close 1 64 4 1 g o Z00C

=] 1 1 z z 3| stop 1 65 4 1 o o 200C

7 1 1 o 2 2|dose 1 65 4 1 o o C

g 3 1 1 1 1|0pen shade 1 3 4 1 100 o C

9 3 1 1] 1 1|close shade 1 3 4 2 100 1] o

10 3 1 2 1 1|Stop shade 1 3 4 1 o o C

11 3 1 2 2 2|5top shade 1 3 + 2 o o C

12 3 4 1 1 1| Open shad, 1 3 4 1 255 o C

3 3 2 0 1 1 & 1 3 z z 0 [




12. Mood Recording in Zone

12.1 Record New Mood

Mood recording is designed for end user, No need to use any programming tool,
the end user can make their own mood easily by themselves.

Go to zone that you would like to record.
ui REKE 16:29 100% b

Domo Kit

ADD New Mood

Record Mood

Click button “Record Mood” above



i PEESE 2 16:31 100%

Mood Recording

v Light ' Hvac

Z-Audio Shades

Add Mood Name
(

Select Icon Bocord

Select the devices that you would like to record such as light, HVAC, Z-Audio,
Shades



For the shades control, you need to select bypass/open/close
ui. PEEE 16:31 100% [t

Mood Recording

v Light v HVAC

*/ Z-Audio \/ Shades
Left Open

Middle Close

Right Open '

Add Mood Name
e

Select Icon
Record

Type the mood name



i PEESE 2 16:31 100%

Mood Recording

Add Mood Name Q

All on €

Select Icon
Record

o|w|E|R|T|v]u]t]o]P
Als|p]F|afn]y]K]L
21 x]cfv s vl

return

Choose icon for the mood



Choose Mood Icon

Press button “Record”



Recording Mood, Please Wait. . . .

Cancel




Light HVAC

Z-Audio Shades

Record succeed!

(6] ¢




i PEESE 2 16:32 100%

Domo Kit

Record Mood




12.2 Edit Existed Mood

i PEESE 2 16:34 100%

Domo Kit ﬁ

fe All off

Record Mood

Press this icon to go to
edit page




i HEEE D 16:34 100% b

Edit Mood

All on

All off

Morning

Party

Goodbye ’




Press button “Edit” above
ul PEEKE 16:34 100 % (ol

Edit Mood

All on
All off

Morning =

Party =

Goodbye e




Change Icon




Change mood name _
ui.. PEKE = 16:34 100% (b

Edit Mood

.. d A %
o|w|E|R|T|v]ult]o]P
Als|p]F|afu]y]K]L
< BEp0R0n =




12.3 Delete existed mood

i PEESE D 16:34 100%

Edit Mood

All on

All off =

Morn' Delete

Party

Goodbye a

Press button “Done” to save the modification.

13. Macro Buttons

13.1 Add Macro button

select table : MacroButton



b Dakabaselwith schedule, central lights) M
] AppleTVInZone
] Camera
[ CentralLights
[ centralLightsCommands
] CommandTypeDefinition
] ovDInZone
] HvaCInZone
[ HyaCSetUp
[ LightInZone
[ Light TypeDefinition
8 | acroEutton
[ MacroCommands
] MoodCommands
F an - - e
M o 4 Fr B M + = a [ I - &) Refresh
|Re-:r'-.ll:u |Ma|:r|:|ID |Ma|:r|:|Name MacrolconIh |SequenceNO |
? ]
1 1 |Meefing 1 1
N 2 2 |Romantic 2 2
3 F'art';.f 3 3
5 Bed Tirne 5 5
[a] & | Al On [a] &
N 7 7| &l off 7 7
N 5 5 Visitor Mode 5 5
o = a | Night = =
o 10 10 BB Play 10 10
o 11 11 | Swimming 11 11
o 1z 12 Prayer 1z 1z
N 13 13 | Dinning 13 13
MacrolconID definition
MarcolconID Icon Name Icon
1 Meeting "
2 Romantic




3 Party

4 TV Time

5 Bed Time

6 Manual Time

7 Energy Saving
8 Visitor Mode

9 Night Visitor

10 BBQ




11 Swimming Time

12 Prayer Time »,

13 Dimming Time

Macro buttons will be displayed according to the SequenceNo

13.2 Add commands for macro button

Select table “MacroCommands”
[ Light TvpeDefinition
2] MacroButton
E MacroZommands
] MoodCommands
2] MoodIconDefinition




(O R |
|RecNo |MachID 3 |53quenceNo |Remark |SubnetID |DeviceID |CommandTypeID |FirstParameter |Secor ~
=
| 1 1 1Al on in manager room 1 1 3 4 1
2 1 2 \meeting in meeting room 1 1 3 4 2
: 3 1 3|4l on in manager room 2 1 3 4 3
4 1 4 allon 1 1 3 4 1
N 5 1 5 allon 2 1 3 4 1
& 1 & meeting in meeting room 2 1 20 10 3
: 7 1 10 |meeting in meeting room 2 1 200 14 5
g 1 & meeting in meeting room 2 1 200 13 &
B 9 1 9 meeking in rmeeting room 2 1 200 14 4
1 7 'meeting in meeting room 2 1 1
-II---
1 12 |allon 2 1 El 4 3
|| 13 1 13 allon 2 1 a 4 3
14 1 14 |allon 2 1 El 4 3
|| 15 1 15 all on 2 1 9 4 3

Add commands for the macro.

For the definition of ConmandTypelD Definition, please see above.

To turn on/off all AC by DDP using Macro Button Set Command as below
CommandTypelD:10(Panel control+)
FirstParameter: 18(Invoking DDP Button)
SecondParameter:33 (DDP to control all AC on/off)
ThirdParameter: 0=All AC off 1=AIllAC On

14. Security



Select table Security

'gLauUane

7] AppleT¥InZone

fl Camera

T CentraHvaC

T CentralHvAC Commands
T CentralLights

7] CentrallightsCommands
T CommandTypeDefinition
7] oWDInZone

T H¥ACInZone

T HyACSetUp

T LightInZone

7 Light TypeDefinition

7 MacroButkon

7] MacroCommands

7] MoodCommands

T MoodIconDefinition

7] MoodInZone

7 ProjectorInZone

j SATCategory

T saTChannels

T saTInZone

7] scheduleCommands

T schedules

Securiky

7 shadelconDefinition
T chadarArrmande

| |48 Database | 38 50U |Ld Data | B Design ||| DOL

ZonelD: this is the zone ID for Security mould

F B H + - & "R
|Recr'-.h:| |2|:|nEID |Su|:|netID |DeviceID |
=
l 1[1 1 222



Smart Cloud Configuration Software V14.19 (C) SmartHome-Group (R) www.SmartHomeBus.com

§ ® Advanced Security Controller

Security Basic  Auto Dial Out | Aming Settingss | Alarm Commands | Vacation Settingss | Bypass | Advanced Security

Select Device

Dievice: 3-250-5B-SEC250K-DN A Area hlo 1

¥ | FlEnable

When you are going to arm ar alarm,you can use buzzer for help. Please set in further according to need. At any condition you can set 8
ohjectives at most

[ 5iren Delay(10---180S) Reset after Alarm(1--30M)
Enfry Delay(10---180S) Exit Delay(10---180S) [IMore Peaple Leave Made

BUZZER ON

Function no. | Subnet 10 Device ID Type Parameter 1

Parameter 2 | Parameter 3

BUZZER OFF

EXIT BUZZER 55 LATER

sk ALARM BUZZER ON
sk ALARM BUZZER OFF

ﬁS\REN oN

fl‘/l SIREN OFF

,?_‘EFIRE SIREM ON
,?_G‘FIRE SIREM OFF
=

||5tandby

Active Link “ia Ethernet

Current IP192.168.1.195 Total Devices: 4 Best Yiewed at 1024x765 Resolution

Subnet ID,Device ID: Address of Security Module

15. Camera

15.1 Web camera

Select table Camera



File Database Import/Export

RN e e W N S WS W N N RS SN = R Y

Table View SOL Transaction

Seripting

Toels Help
ROSM0:000 B8 HBFNiesasrE]s%

Datahaze: Datahasze

Table: Camera

File: C:\locuments and Settinzshhdninistrator\SE \Database sqlited

o[ Database
[ AppleTVInZome

a
[ CentrallvaC
[ Centr alHVACConmands
[ CentralLights

[ CentralLight=Commands
[ ConmandTypelefinition
[ IVIInZene

[ WVACInZone

[ LS etlip

[ IpCamera

[ LightInZone

[ LightTypeDefinition
[ Logo

[ Macr oButton

CameralD :
the

URL.:

A1 | [f Datsbase | &) Extensions | A Schens | sor Buidder | § 591 |57 Date | Design [T 00L& Seripting

¥

oM = .

A% x| | [ Refresh

RecHa

|CameraIll |Hame

| 1Rl

| Sequencalio

IR
Sl o |mon e b

11

1|0utSide
2 Doerfiay
3|BedRoom

4 Grage

5 |Garden

& Kichen

T Mestinghih
8 Roonlne

9 RoomTwo
10 RoomThr ee

11 RoomFour

To mark which camera
URL of camera

http://121.12. 130. 155: 5080

http:/fwebeanl. vilhelmina. se/view/index. shtnl

http: /780,75, 240. 35/vi ew/index. shinl

http /fwww. novascotiawebeams. comfhalifan/water front. himl
http /fhttp:/fsnoopl. mie. rhod. ue. edufview/view. shtml
http://80. 5. 240. 35/vi ew/index. shtnl

http ffcirclecam erskine edufwiew/wiew. shtml

http: //www. webworldeam. com/webean—index. php?war=39928site=htip: /7
cam. sheratontiranaview. com/view_livel. jpz

an/ar gus,rainbow/latesticd. snap. jpg
crifvideod cbrazek_velky. jpe
com/webean—index. phpPwar=104324site=hitp:/

http: /fei. wrl. unsw. edu,
http /fwww. mestovolary,
http://www. webworldeam

SequanceNo: to range the order of camera

RoomThree

RoomFive

16:01

WebCamera

RoomFour

RoomSix

15.2 Camera from Foscam

Camera from Foscam is designed for end user, No need to use any
programming tool,



1718

S-BUS Smart Home Automation

Go to Camera which is in “ Central Control” above.

Click “Foscam” above



Click setting button

Get camera video code type
1 to see the device docment of Foscam
2 go to Foscam web to see the code type by camera Model
http://cn.foscam.com



http://cn.foscam.com/

15.2.1 Adding video code type mjpeg camera Press

You can know camera ip \ username\ password\ port by reading “Quick
Installation Guide” from Foscam.

DeviecName: Demo
Ip: 192.168.1.120
UserName:  admin
Password: admin
WebPort: 88

Cancel

Input the current camera name\ ip\ UserName\ Password\ WebPort.
Then save.

192, 168.1.120:88

—

Press
App will connect to the Camera less than 10 seconds .



15.2.2 Adding video code type is H264 camera

Press h264




DemoH264
DeviecName: Foscam
Ip: 192.268.1.156
UsesName:  admin
Password:  admin
WebPort: 1030

MediaPort: 1034

StreamType: }

Cancel

You can know cameraip \ username\ password\ Mediaport \ webPort \
StreamType

by reading “QuickInstallation Guide” from Foscam.

Then save




15.2.3 Edit camera

Press button

UserName:  admin

Password: eeesee

WebPort: 1030

Cancel

16. Central control lights

16.1 Add central control light

Select table:CentralLights



Database: Database(l) Table: CentralLights File: C:‘“Documents and Settings‘Administrator‘H([H‘Database

@ Database ~| | [Z Database | 5 sav[C3 vata R Desien|[™] poL

= !;b Database (1)

[ AppleTVInZone i Lo ] = b e e E

[ Camera RecNo |FloorID  |FloorName  |Sequencelo |

[ CentralHVAC g Yo de ;

[ CentralHVACCommands > 1] 1|Ground Floor 1]
|- CentralLights 2 2 ALL Garden | 2

E CentrallightsCommands 1l 3| 315t Floor 3

[] CommandTypeDefini tion 4 4 Roof TOP 4

] DVDInZone | 5| 5 BiglestBoard | 5

[ HVACInZ one

[ HVACSetUp

] LightInZone

D LightTypeDefinition

FloorID: used for take commands in table CentralLightsCommands
FloorName: show Floor name in iphone app

SequenceNo : Central control lights will be displayed according to the
SequenceNo

16.2 Add commands for control lights

Select table Central LightsCommands

# Datsbase | [45 Database | § saL [ Data |8 Desien| "] noL
[ Database (1)
[ AppleTVInZone > » M o+ - a o4 ¥ 2 Refresh
[ canera |R..[FloorID |CommandID |SequenceNo |Remark |SubnetID |DeviceID |CommandTypelD |FirstParameter |ThirdParameter |Delayiill 4
[ CentralHVAC |
] Central VACComends Cm| 1 1 1[Relayl 1 1 [ 255 0
[C]CentralLights _' 3 1 1 2 Relay? 1 2 & 255 0
[l CentralLightsConmands ] | B 1 1 3|Dimmer1 1 40 [} 255 0
[ CommandTypeDe fini tion (W 1 1 4/Dinmer2 1 41 [ 255 0
[ VDInZene Ll s 1] 1 S |Dinmer3 1 42 [3 255, 0
[ WACInZone L] e 1] 1 6 Dinmerd 1 43 6 255 0
) WACS ety W 7 1 1 T|DinmerS 1 44 6 255 0
[ Li ghtTnZons Ll s 5 5 1 BigTestBoard 1 2 4 1 0
; L g 5 5 2|BiglestBoard 1 2 4 2 0
[C]LightTypeDefinit =
dehtTypelefinition ET 5 5 3/BiglestBoard 1 3 4 1 0
ELoeo 11 5 s 4|BigTestBoard 1 3 4 2 0
[EMacroButton 1Ll 12 s 5 S BiglestBoard 1 3 4 l 0
[ MacreConmands Il 13 5 S B BiglestBoard 1 3 4 4 0
[ MoodCommands

Add commands for the control lights.
For the definition of CommandTypelD, please see above

17 Fan



17.1 Add fan system in table ‘SystemInZone’

The systemID of Fanis 11

(take zonelD 4 for eg.)
As the image below:

%L‘g““'ne““”“““" Eecllo Zoneld & |SystenlD

Logo o

[ Macr ok N a 7
CIMeer 3 . i
Moo 5 3 . -
[ MondTeonlle fini tion 4 4 5
[CIMeodInZone 5 4 3
[l PrajectarTnZons 6 4 3
[ 5ATCategory T 4 5
[ SATChannel s ® 4 8
[ S4TInZeme 12 : 12
[ Schedul eCommands i 4 i
[ 5chedul es " = .
Elsecwrity = 13 25 3
[ ShadeTeonDafin tion 14 28 2
[ ShadesConnands 15 25 10
[ ShadesControlTypelefini tion 18 29 9
[ ShadesInZone 17 2 8
[l Systenbefini tion i &) i
T :

I TUTnT ema

17.2 Add Fan control Module to FaninZone

T CentralLightsComnands Recko ZoneIl  |FanID FanNeme  |SubnetID |DewiceID |ChannelND |FanTypelD |SequenceHD Remark  |Reservedl |Reserved? |Reserved3 |Reserve 44 [Reserve &5
= CommandTypeliefini ti om -

;:lmmm 1 4 1 Fanl 1 5 1 1 Dol Gelld Gwdld Gwlld Gell> Gl
T Fantaifons H 1 Z FanZ 1 5 H H H Gull>  Godlr  <oll> Gall> <mlly
T WVACTnZons 3 Fas3 1 Gull>  Gell>  Gll>  Gedld  <nell>

s sl I 7 S S S T 3 S S (N
Explain of the field

FanID :Used to mark which fan

FanName:Fan display name

SubnetID:Fan module subnetIiD

DevicelD:Fan module device ID

ChannelNO:The channel number in Fan module of current fan

FanTypelD:Used to Display different icon for current fan

FanTypelD detail table

FanTypelD Icon

1




08O
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Download the database was edited, restart your app .

all FEBD T T44:52 87 % (wm=)

20. Download database to
IPHONE/IPAD from FTP Server




Download
database

FTP

v

Server

Stepl: Copy the database Database.sqlite3 that you have programmed to the
FTP Server
(Please do not change the database name)

eﬁack - \_F/l lﬁ ‘_;.__\J Search i Folders v

address || EXR&Dphoneifrom app

yatabase, sglite3

File and Folder Tasks R SCOLITES File

145 KB

Iim Renanme this File
ﬁ Movve Ehis File
™ Crnwe Fhis File

Step 2: paste the database file on the root directory of FTP server
(Please do not change the database name)
bBack M =7 J; /:\J Search || Folders v

fress |(& Frpaff192. 168.1.20 ~
— P P e ey . £ { 0 S
5 I o R o I o T o N o B oo B B
Other Places £ . o .
blue britney india michacel MEw S0ngs others Top 300 Rock  2012-05-2.., 2012-05-2... Database.s...

And Roll 5
_fe Inkernet Explorer nd Roll Songs

E‘ My Docurnents @ @
|=) shared Documents
Q My Network Places Databaseh... lingdang.waw

Step 3: Download database to IPHONE/IPAD from FTP Server

To go to settings page, click the G4 icon on top right corner on main page



Carrier & 7:54 PM —N

Press this G4 icon

Meeting

©

ParkingRoom Parking Gymroom

@

1 SAT SUN

- aa

" w w

Weather




Carrier & 7:54 PM —N

Meeting

©

ParkingRoom Parking Gymroom

@

1 SAT SUN

- aa

" w w

Weather

Click the button Database Upload & Download



Carrier & 7:53 PM —N

Settings

Database Upload & Download

Fixed address list for Demo version

Make sure the FTP Server Address and username and password are accurate



Carrier & 11:49 PM —N

Database Upload & Download

ftp://192.168.1.20

Download

Click button Download above



fip:/192.168.1.20

Database Download

Current database on app will be
replaced by the database on

FTP,are you sure you want to
download?

When the database is downloaded, the Smart-BUS IPHONE App needs to be
restarted.
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